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“AV2B” MACHINE  
SEMI-AUTOMATIC WINDING MACHINE, WINDS STIFF AND ELASTIC TAPES 

AND RIBBONS SIMULTANEOUSLY INTO TWO BOBBINS 
 The machine winds small ribbons and tapes of variable elasticity (from stiff to very elastic 

ones), simultaneously into two bobbins. 
 Only bobbin changing, tape cutting and fastening (hooking) must be carried out by human 

operator, whereas both tensioning control and winding stopping once the desired 
measurement is reached are fully automatic, thus making any further human intervention 
during the winding process unnecessary. 

 An effective tension control system stops the machine should there be knots or tangles in the 
unwound tapes/ribbon mass in the bulk tape cases, avoiding damaging the tape coils being 
prepared. 

 The linear winding speed is adjustable and can range from 40 to 150m/min. 
 Equipped with a pulling feeder, the device picks up very light and elastic tapes/ribbons from 

the bulk tape cases without damaging them and without reducing their elasticity. 
 The extremely precise measuring system works perfectly with any strip thickness and it is 

perfectly synchronized with the starts and stops of the machine. 
The maximum allowed error is ± 0.5% 
of the measured tape and packages 
up to 9999.9 meter. 

 The machine features a counter 
showing the total number of bobbins 
completed and it is possible to set the 
machine to stop after a given amount 
(from 1 to 9999) of bobbins has been 
made. 

 Equipped with an “anti-twisting” 
device, it prevents twists from forming 
in the wound bobbins. 

 Equipped with a “no tape” and “knot 
passage” control system, the machine 
carefully stops the tape winding and 
facilitates connection with other tapes 
or elimination of knots and other 
problems. 

 A state of the art PLC manages 
movement automation and the signals 
of the various safety devices to 
guarantee correct operation. All safety 
devices can be operated from the 3" 
touch screen keyboard. 
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 The machine is mainly equipped with “OMRON” electronic devices. 
 Appropriate protections and safety systems make the machine compliant with the CE 

regulations in force. 

ROLLS FEATURES 
 

MAXIMUM ROLL DIAMETER = 160mm 
MAXIMUM ROLL LENGTH = 180mm 
MAXIMUM TAPE WIDTH = 30mm 
PITCH = 2 ÷ 20mm 
(amount of side movement for full bobbin rotation)  
TAPE/RIBBON THICKNESS = 0,5 ÷ 2mm 
 
Please note that you must order spindles and 
tailstocks suitable for the rolls to be wound. 

 
 
 GDU …. "RIBBON GUIDE" 
We recommend ordering a pair of guides for each different tape/ribbon width, to make sure the 
tape is constantly guided inside the coil flanges consequently obtaining perfect rolls. 

 
Check the tape width in millimeters and order guides with the same figure in the “GDU ….” field. 
 
 

SPECIFICATIONS 
 

VOLTAGE     2x230V+T  50÷60Hz  2.2kW 
MACHINE MEASUREMENTS:  1500 x 850 x h 1800mm 
NET WEIGHT    150Kg 
 

 
 

The aforementioned specifications and features may change so always request confirmation that the actual products 
you acquire have them. 


